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Lynea, a combination of outstanding style and

advanced technology.

Design beyond
compare.

Lynea was conceived to
incorporate outstanding
and the most advanced
engineering.

It is the perfect synthesis
of technology, design and
ergonomics formulated for
a superior-quality audio and
video entry control system.
An intelligent system for a
high-definition picture and
particularly simple fitting.

Simply perfect,
extraordinarily
functional.

Elegant in design,

the innovative system

for hanging up the receiver,
designed to minimize the risk
of it falling, provides a perfect,
secure perch.

Few models,
unbeatably flexible
use.

Just a few codes is

all it takes to meet any
user requirements.
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YC monitor.

Available in 4.5" b&w version
orin 3.5" colour version,

the flat Lynea-series monitor
module can be installed in the
system with traditional wiring
or with 2-wire system with the
relevant wall brackets already
featuring the receiver unit.

Wall mounting.

The wall brackets with receiver
unit, in versions for traditional
wiring (system 200) and
2-wire system (system 300),
fit accessories such as
additional buttons, indicator
LEDs and the additional
loudspeaker can be installed
to turn the monitor into an
intercom unit.
The additional loudspeaker
enables the call to be heard
despite noisy conditions.
The YC model features
standard-issue controls for
the solenoid door lock, stair
light, connection to and
selection of entry panels.

Application in 3
modules.

When mounting the unit on
the wall, the receiver can be
used for application on
traditional 3-module boxes.
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YC/200 -system 200
standard version.
Available just with door lock
release key, with the option
of adding an auxiliary button,
it also accommodates the
additional loudspeaker.

YC/200A -system 200
multifunction version.
Available just with door lock
release key and an auxiliary
button, it also accommodates
the additional loudspeaker
and up to 6 additional buttons
for intercom use, indicator
LEDs, call note level regulation.

YC/300 -system 300
standard version.
Available just with door lock
release key and an auxiliary
button, it also accommodates
the additional loudspeaker.

YC/300A -system 300
multifunction version.
Available just with door lock
release key and an auxiliary
button, it also accommodates
the additional loudspeaker
and up to 6 additional buttons
for intercom use, indicator
LEDs, call note level regulation.
With this version, you can also
select one of eight different
melodies to be played when
there is a call from the entry
panel or as the doorbell.






