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TECHNICAL FEATURES
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• Display graphical, back-lit, pixel
count 122 x 32.

• Supply voltage: 14 ÷ 24V DC or 
12 ÷ 24V AC.

• Current demand: with lighting
on max. 500mA.

• Safety device: fuse type T 1A
(delayed).

• Door lock release relay: 5A, 24V
max.

• Auxiliary relay: 5A, 24V max.
• Storage capacity: 2 Mb.

• Modem: 33.6 Kbps.
• Telephone line input protected

against surges.
• Reference telephone standard

CTR21.
• IP rating: 54.
• Insulation rating: II.

Teleaccess
system

TPT/300E
Entry panel TPT/300E converts
the coded call from the entran-
ce into a telephone call using
the PSTN line.
A telephone set is used as the
internal user, enabling audio
connection with the entry
panel the call is coming from,
whilst a number of commands
can be managed using the
relevant keypad (e.g. door-lock
release, auxiliary command
etc.).



TELEPHONE

TELEPHONE SOCKET

PSTN

ISDN

GSM

line

bp
t

1 8 5

T
E

L
E

A
C

C
E

S
S

S
Y

S
T

E
M

Teleaccess
system

TELEACCESS SYSTEM
TELEACCESS SYSTEM ENTRY PANEL AND ACCESSORIES
TPT/300E 6600-0900 Master telephone entry panel, steel front plate. Complete with wall mounting and embedding box
TPT/301 6600-0800 Slave telephone entry panel, steel front plate. Complete with wall mounting and embedding box
VAS/100.20 6270-3300 Power supplier 230V, 60VA, 17.5V DC, 1.7A. 12 DIN units module, low profile module
AS/200 6140-4100 Power supplier 230V, 15VA. 4 DIN units, low profile module
LP/MT 6680-0400 Power supply and telephone line protector 230V AC
LP/6 6181-6900 Data line protector

TPT/300E

TPT/300E

FUNCTION OF THE BUTTONS
Directory search for names
from A to Z. Scanning
performed in this order of
priority: space, special
characters, number and
letters.

Directory search for names
from Z to A. Scanning
performed in this order of
priority: space, special
characters, number and
letters.

0÷9 Call

Button for entering
numerical codes.

C Button for deleting the
code or function on the
display.

P Button for a service call
(porter call, etc.).

S Button to be pressed before
keying in secret codes,
auxilary commands, door
lock release commands,
password for accessing
programming and for
resetting default setting.

T Button for a service call
(tradesman, stair light,
etc.).
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